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sent  into  the MCU.  There  is  a measurement  signal  and  an  acknowledgement  and  select  signal.  The 
digital measurement signal comes  from one of the five measurement devices that had been polled by 
the MCU  and  the  analog  to digital  converter.  The  acknowledgement  and  select  signal  comes  from  a 
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to  the  receiver  MCU.  There  is  a  measurement  signal  from  the  transmitter  and  a  select  signal.  The 
measurement  signal  from  the  transmitter  is  composed  of  a  measurement  signal  from  one  of  the 
measurement  devices  and  identification  signal  from measurement  device.  The  select  signal  is  a user 
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5-bit output using 














  The  input  circuit  microcontroller  receives  a  signal  from  the  microcontroller  at  the  output 
interfacing circuit.  This signal is composed of two parts.  The first part of the signal is used to determine 
which channels are to be sampled.  The last part is used to generate the visual acknowledgement.    
  The microcontroller will  rotate sampling each of  the desired channels.   The  first step  that  the 
microcontroller performs is to command the DAC to generate a reference signal.  The sensitivity of the 
ADC is adjusted by varying its reference.  The second step the microcontroller performs is to inform the 
ADC  which  channel  to  sample.    The  microcontroller  then  gives  the  ADC  the  command  to  begin 
conversion.   While  the  conversion  is  in progress,  the microcontroller will determine which  signal has 
been received by the output interface circuit.  Then it informs the LED driver which acknowledge LED to 














































received  and  sends  it  to  the  wireless  transceiver  via  an  internal  UART  and  an  RS485  D/R.    Upon 
reception of the signal from the input interface, the microcontroller will separate the specified  address 
from the data signal.  The data signal is sent to the DAC which recreates the sampled input and sends it 


































































• Original ADC:   LTC2308 
– QFN‐24 package with center ground pad. 
– Max sample rate:   500 kHz 
• New ADC:   MAX186 
– 20 pin DIP 
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